
30•1130• SO. OPENING IN TOP 
SLAB FOR MElER REMOVAt; 

2• PVC SCH 40 CONDUIT FOR 
REMOlE READER CABLE 
ATTACHED WllH SS SlRAPS 
(t•\WlE X 20 GA) AND SS 
ANCHORS (2" LONG X 3/16"DIA) 
AT 18-INCH SPACING.:-:=-----l .• JJI

DIP (rLG.xPE) 

RUBBER ANNULAR 
HYDROSTATIC SEALING 

FOR CONTINUATION 
SEE DETAIL W/14.0b 

DEVICES ("NPICAL AT 
EACH PIPE OPENING), 
SEE SPECIFICA llONS 

OL YETHYI..ENE ENCASEMENT, 
CIFICA TIONS ANO DETAIL 

a•x8"X3/4" STEEL BEARING 
PLAlE ON 1/2":t GROUT ON 
8"x8" SOUO MASONRY OR 
CONCRETE PIER. 
(T'tPICAL Of' 3) ____ .., 

30•1130• SO. ALUMINUM HATCH (H-20 
LOADING, SEE SPECIFICA llONS) FOR 

ULlRASONIC 
MEl£R 

PLAN 

,,..,.. 

MJ SOUD SLEEVE, 
SEE NOTE 2 ON 
DETAIL W/14.0b 

12• SUMP 

ALUMINUM LADDER SEE DETAIL 
M/16.0 ANO M/16.1 

30"1130" SQ. OPENING IN TOP SLAB 
30•1130• SQ. ALUMINUM HATCH, SEE DETAIL W/5.5 
(H-20 LOADING, SEE SPECIFICATIONS) ANO 

METER REMOVAL, SEE NOTE 5----. SEE NOlE 5. 
/ / ✓ ,, 

FOR MIN. SEE DETAIL W/5.5 
TOP SLAB, SEE NOTE 2 

2• PVC SCH 40 CONDUIT FOR 
REMO"TE READER CABLE 
ATTACHED WllH SS SlRAPS 
(1.YIIOE X 20 GA) ANO SS 
ANCHORS (2• LONG X 3/16.0IA) 
AT 18-INCH SPACING. ----J__ 

12'116' VAULT, 
SEE DETAIL W/5.3 ----.. 

MJ SOUO Sl.EE'<f;, 
SEE NOlE 2 ON DETAIL W/14.0b 

•A•

. 

"' 
I 

V-910 POL YE'TMYI.ENE ENCASEMENT, 
SEE SPECIFICATIONS ANO DETAIL W/2.8 

5• MINIMUM 
GRANULAR BEDDING---••,/':.•. 

NOTES; 
•·····• . .. 

•:•:: ••• RUBBER ANNULAR HYDROSTATIC 
� •:=•• SEALING l>E'ACES (TYPICAL AT EACH 

1. FOR PIPE AND METER SIZES, PIPING LAYOUT AND NOTES, 
"' ::•• PIPE OPENING), SEE SPECIFICATIONS 

SEE DETAIL W/14.0b ELEVAT-IO_N_ .... :.•. �12· RCP SUMP W/ CONCRETE 
2. FOR TOP SLAB DETAILS, SEE DETAIL W/5.26. PLUG OR 12• PUSH-ON JOINT 
3. FOR DIMENSION •A•, SEE DETAIL W/14.0b. DIP WITH BELL W/ CONCRElE 
4. FOR LOCATION OF BY-PASS PIPING, SEE DETAIL W/14.0b. PLUG AT THE BELL 
5. IF VAULT LOCATION IS LOCATED IN TRAFFIC AREA, USE 30• DIA. FRAME AND COVER ANO REMOTE READING DEVICE, FOR

LOCATION SEE W/14.0b.
6. FOR REMOTE READING DEVICE, SEE DETAIL W/5.0e.
7. BENDS IN REMOTE READER CONDUIT NOT TO EXCEED 45' PER FITTING UNLESS USING A 90' SWEEP.
8. CONTRACTOR SHALL INSTALL REMOTE READER HOUSING, AI.L CONDUIT ANO WIRING. METER SERVICES SHALL INSTAI.L THE

REMOTE READING DEVICE AND PERFORM FINAL WIRING TO THE METER.
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STANDARD DETAIL 

10-INCH ULTRASONIC METER
WITH CHECK VALVE VAULT
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