1/2° » STAINLESS STEEL
ANCHOR BOLT MINIMUM
4° EMBEDMENT (TYP.)

" iY 44— CIRCULAR WALL/MANHOLE

INSTALLATION

1'_4"

3°x3/8" ALUMINUM PLATE
BENT TO FIT WALL, SPACED
MAXIMUM 4'-0" O/C. WELD

PLAN

FOR VAULTS 12" MAX, FOR MANHOLES 18" MAX. SEE DETAIL

TO LADDER STRINGER.

S/1.4 AND ALL OTHER AREAS 9" MAX.

TOP OF WALL, TOP OF FRAME
/AND COVER OR TOP OF HATCH.
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RUNG DETAIL

RUNG SHALL BE FREE
OF SHARP EDGES.
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. NOTES
IE[ | E[ 1. RUNG SHALL BE SOLID.
~———— 2 1/2°x3/8" ALUMINUM LADDER 2. WHERE ALUMINUM CONTACTS
. STRINGER (TYP.) CONCRETE, COAT ALUMINUM
ol —= S| WITH AN EPOXY COATING SYSTEM.
o [ Iy e ALUNINUM RUNG AT 12° 0/C (TYP.)
g |2 9 ") 3. ACCESS OPENING SHALL BE MINIMUM
E = 30" SQUARE OR 30" DIAMETER
bl ; FRAME AND COVER.
3
2| 4, RUNG SHALL BEAR ON STRINGER
3 Y (TP 3/16" MINIMUM.
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® 2 1 5. ALL WELDS SHALL BE MINIMUM
P Iﬂ T—— 3/16" WDE.
e STRINGER
> v 6. KEEP LADDER FREE OF OBSTACLES
{ THAT WILL INTERFERE WITH THE
E; ‘__I*_ N S AT B PLACEMENT OF FEET OR HANDS.
ﬂ%‘"’ MAXIMUM 4'=0° 0/C. WELD TO
e STRINGER (TYP.). 7. FOR DEPTH OVER 20’ PROVIDE
gg : , FALL PREVENTION SYSTEM.
TYP.
=29 , V ‘(_ ’ . 8. FOR SEWER MANHOLES SET ANCHOR
L., 3[s BRUNMOM) £ 4'43"x3/872" LONG. BOLTS MIN 6" FROM EDGE OF
= § o CHANNEL.
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Y | “i | /_umﬂ“&g BENCH 9. FOR LADDER EXTENSIONS, SEE
AR T T e DETAIL M/16.1.
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