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SPECIFICATIONS
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_— DIP

~— V—BIO POLYETHYLENE EASEMENT,

SEE SPECIFICATIONS AND DETAIL
w/2.8
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PLATE ON 1/2°t GROUT ON DETAIL W/14.0b
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CONCRETE PIER ™\— 12" DIP SuwP
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10'x6" VAULT, i/ \
DETAIL W/5.3 \_
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DIP (FLG.xPE) SEE DETAIL M/16.0
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NOTES! GRANULAR BEDDING TYXY o0 X . EoKs s RUBBER’ ANNULAR HYDROSTATIC
1. FOR PIPE AND ULTRASONIC METER SIZES, ki _-:-' SEALING DEVICES (TYPICAL AT EACH
PIPING LAYOUT AND NOTES, SEE DETAIL W/14.0b. ™ :-' '@ PIPE OPENING), SEE SPECIFICATIONS
. FOR TOP SLAB DETAILS, SEE DETAIL W/5.25. B R X : i
. FOR DIMENSION "A", SEE DETAIL W/14.0b. 12 OF [0 1) hedreae

L—2" CORPORATION STOP AND SADDLE
. FOR LOCATION OF BY-PASS PIPING, SEE DETAIL W/14.0b.

. IF VAULT LOCATION IS LOCATED IN TRAFFIC AREA,
USE 30" DIA. FRAME AND COVER AND SEE DETAIL W/14.0b.

6. FOR 12" DIP, USE 10" ULTRASONIC METER WITH 12" SERVICE ELEVATION
CONNECTION AND 12" BY—PASS PIPING. —————
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