RESTRAIN ALL JOINTS, SEE SPECIFICATIONS

MJ TEE

127 MIN. TYPICAL:

MJ TEE (BY—-PASS)

FINISHED GRADE -\

ULTRASONIC METER VAULT AND
PIPING, SEE DETAIL W/14.0,
W/14.00, AND W/14.0b

THRUST BLOCKING,

TRRNAY

MJ GATE VALVE

BLOCK, SEE DETAIL 8/3.1
ULTRASONIC METER

XX SEE DETAIL B/3.1
STRAP TEE TO THRUST ‘

— e

=

MJ GATE VALVE

MJ REDUCER, IF
REQUIRED

MJ SOLID SLEEVES

FOR NOTES SEE DETAIL W/14.0, W/14.0a AND W/14.0b

45° MJ BENDS
MJ GATE VALVE

MJ REDUCER, IF REQUIRED

J TEE (FIRE HOSE
CONNECTION)

ELEVATION

RESTRAIN MJ CAP

WASHINGTON
SUBURBAN
SANITARY
COMMISSION

APPROVED: Yl e

Chief Engineer

STANDARD DETAIL
4-INCH, 6-INCH, 8-INCH, AND
10-INCH ULTRASONIC
METER VAULT PIPING LAYOUT

W140c



