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BIRD SCREEN DETA

£ 4x3x1/4" STL.
HOT DIP GALV.

8 GA. VENT
BOX WALL

SECTION B-B

NOTES:

1. ALL METAL FABRICATION SHALL
BE DONE IN ACCORDANCE WITH
SPECIFICATION.

2. ALL WELDED JOINTS SHALL BE
CONTINUQUS COMPLETE PENETRATION
WELDS UNLESS OTHERWISE NOTED.

3. THE BOX ASSEMBLY SHALL BE
HOT DIP_GALVANIZED AFTER
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FOR TOP SLAB ELEVATION, S
SEE DRAWINGS ~
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IN FLOOD PLAINS, THE VENT PIPE
OUTLET SHALL BE 1°=0" MINIMUM

ABOVE THE 100—YEAR FLOOD
ELEVATION. SEE DRAWINGS

4=1/2" 8 x 2 3/4"  £op EIEVATION.

S.S. EXPANSION BOLT
WITH WASHER.

EMB. PER
MANUFACTURER

1'-0"x1'=4"x2'-0"
8 GA. GALVANIZED STEEL BOX.

RECOMMENDATIONS
(TYP 4) A

1/8" NEOPRENE PAD

GRADE CONCRETE PAD TOWARDS
SLOTS FOR POSITIVE DRAINAGE

2’ MIN.

1

BIRD SCREEN, SEE
DETAIL.

4-1/2" 8 x 2 3/4"
S.S. EXPANSION BOLT
WITH WASHER.

EMB. PER
MANUFACTURER  [©
RECOMMENDATIONS [&-
(TYP 4)
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2" MIN. GRANULAR BEDDINGJ

6 MIL POLYVINYL

WWM—4x4—W1.4xW1.4.

\ 3" @ SLEEVE WITH MASTIC
2" @ PVC PIPE. SCH. 40,

SOLVENT WELDED.

SECTION A-A

FABRICATION.
WASHINGTON | APPROVED: . Cl/l‘l‘i! o SUEEReCE W
SUBLIGEAN VENT BOX FOR 508
SANITARY EXTENDED AIR e
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