30"x30" SQ. OPENING IN TOP
SLAB FOR METER REMOVAL

1°ID REMOTE PVC SCH 40

FOR CONTINUATION

SEE DETAIL W/S.Io\
ECK VALVE

CONDUIT WITH 2-20 GA
BY 1" SS STRAPS AND
2'1/4" SS ANCHORS,
WASHERS AND NUTS.

DIP {FLG.xPE)—\

N/
N\

)

2'-7" (MIN.)

N| {_ P L/_ e
GRAVEL PIT

_&__ L ]

V-BIO POLYETHYLENE ENCASEMENT, / /
SEE SPECIFICATIONS AND DETAIL W/2.8

RUBBER ANNULAR HYDROSTATIC /

SEALING DEVICES (TYPICAL AT EACH
PIPE OPENING), SEE SPECIFICATIONS

8°x8°X3/4" STEEL BEARING
PLATE ON 1/2"t GROUT ON

P—PVC SCH. 80 HATCH DRAIN
TO GRAVEL PIT

~—DIP

[T———MJ SOLID SLEEVE,
SEE NOTE 2 ON
DETAIL W/5.0d

~~——12" DIP SuMP

8"x8" SOLID MASONRY OR
CONCRETE PIER. (TYPICAL OF 3)

8'x8' VAULT, SEE DETAIL /5.3

30"x30" SQ. ALUMINUM HATCH (H-20

LOADING, SEE SPECIFICATIONS) FOR

METER REMOVAL, SEE NOTE 5 ﬁ\

—~
DIP (FLG.xPE) —/

PLAN

30"x30" SQ. ALUMINUM HATCH, SEE DETAIL W\5.5
(H-20 LOADING, SEE SPECIFICATIONS) AND

\—ALLIMINUM LADDER

— 30°x30° SQ. OPENING IN TOP SLAB

SEE DETAIL M/16.0

. SEE NOTE 5.
TINTINT 7~ _ T ANT
FOR MIN. SEE DETAIL w/a.a—{ E R, /\//
P [[—— PVC SCH. 80 HATCH DRAIN
TOP SLAB,
. SEE NOTE 2 TO DRAIN TO GRAVEL PIT
1D REMOTE PVC SCH 40 [~~~ | I %
CONDUIT WITH 2-20 GA — el . = . — N
BY 17 SS STRAPS AND =) Ll
w 2'1/4" SS ANCHORS, MJ SOLID SLEEVE, l‘.l: :. '-:u 0-".-‘:.
g WASHERS AND NUTS,————1_] SEE NOTE 2 ON DETAIL W/5.0d | e |
E e 8'x6' VAULT. SEE | WE(;:-V&E N Ill o as !
DETAIL W/5.3 @ et o
% 3 N\ it ™ usmn7 i L
3 GRAVEL PIT (1-CY OF #57
.? é DIP (FLG.XPE) DIP (FLGXPE)  STONE) WRAP IN EROSION
. Il
0|8 = == = = = I L —- _bb CONTROL GEOTEXTILE
O
® SLOPE FLOOR V=-BIO POLYETHYLENE ENCASEMENT,
~ 0 Sop SEE SPECIFICATIONS AND DETAIL W/2.8
T T [——ALUMINUM LADDER AND EXTENSION
o MINMUM SEE DETAIL M/16.0
NOTES GRANULAR BEDDING ol P el T — RUBBER ANNULAR HYDROSTATIC

1. FOR PIPE AND FM METER SIZES,

SEALING DEVICES (TYPICAL AT
EACH PIPE OPENING), SEE

PIPING LAYOUT AND NOTES, SEE DETAIL W/5.0d SRS
2. FOR TOP SLAB DETAILS, SEE DETAIL W/5.24.
3. FOR DIMENSION "A", SEE DETAIL W/5.0d.
4. FOR LOCATION OF BY—PASS PIPING SEE DETAIL 5.0d. 12" DIP AND
5. IF VAULT LOCATION IS LOCATED IN TRAFFIC AREA, USE 30" DIA. FRAME AND COVER 12" MJ CAP.
AND REMOTE READING DEVICE, FOR LOCATION SEE DETAIL W/5.0a.
6. FOR REMOTE READING DEVICE, SEE DETAIL W/5.0e. ELEVATION
I/
o STANDARD DETAIL
WASHINGTON | APPROVEDA, 9/:33! W W
SUBURBAN 4-INCH FM METER oo
SANITARY WITH CHECK VALVE VAULT '
COMMISSION (
Chief Engineer

W50b



