30"x30° SQ. OR 30" DIA. OPENING IN TOP SLAB FOR

VALVE REMOVAL, SEE DETAILS W/5.0 AND W/5.5.7

4—47 x6'-0"

LONG EXTRA

AT EACH OPENING T&B

#806™ Cc/C TOP #606" TOP #606°/C/C/ TOP 2" CLEAR (TYP).
#706" C/C BOTTOM / #706" BOT #786)/C/C [ BOTTOM LIFTING HOLES
r . y (TYPICAL OF 4)
SEE DETAIL W/5.5
———— / / 11
7 \( / I~ ] i
7 N 7 —© o
1R N 'r < // i — 1'-0 (ITYPICAL)
L/
/’ - N\ N /] ! Y 30°x30" SQ. OR
. , 2'-0 \ 30" DIA. OPENING
\4 L/ SEE DETAIL W/5.5
+
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+ z| 3
NI === y 2
o| |- N = / |2
N
B N s ————
e [
347 ADD'L TaB WHERE\'V
SHOWN (TYP)
L. 8'-0° INSIDE FACE OF WALL
TO INSIDE FACE OF WALL
PLAN
VAL NN N | ”“. TOP | ”“- TOP
4204 P/— SEE NOTE B 706" BOT EACH WAY
) o ‘o ool o o o @ o o o o o ol o o o o / o-0.8
7. I : T T . : T G
‘.‘.‘. It’d ::'!v-a::'qq a 4l i q: ¥l w ? a’ !
"‘I__ Ho ouoi \o ° o a9 ° a © @ oi ol o .o o '°.|9...u£_
P \ L
:I_ g ] #706" BOTTOM §§ E .\
EACH WAY LIE I TWO LAYERS TAR
i PAPER (TYPICAL)
CAST IN PLACE CONCRETE TOP SLAB NOTES: SECTION A-A
1. fc =4000 PSI.. © 28 DAYS
2. fy= 60,000 PSI.
3. TOP SLABS ARE DESIGNED FOR THE FOLLOWING CONDITIONS: NOTE:

a). H20LL + 0% IMPACT+ 3.5 MAXIMUM EARTH COVER
b). H20LL + 30% IMPACT+ 1’ EARTH COVER

4. CONTRACTOR MAY USE PRECAST TOP SLABS, SEE SPECIFICATIONS
FOR SUBMITTAL REQUIREMENTS.

A. FOR DETAILS OF FM METERS SEE DETAILS W/5.0,
W/5.0b, DETECTOR CHECK VALVE SEE W/12.0 AND

ULTRASONIC METER SEE W/14.0.

B. 2'-6" MAXIMUM COVER OVER TOP SLAB, FOR
MINIMUM COVER, SEE DETAIL W/5.5
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STANDARD DETAIL

CAST IN PLACE CONCRETE
TOP SLAB FOR FM METER
COMPOUND, ULTRASONIC METER
AND DETECTOR CHECK VAULTS




