12" DIA. VALVE BOX FRAME AND COVER,
SEE SPECIFICATIONS.

CURB OR EDGE OF ROAD PAVING —\

— ]
[ ==]
_ TRACER WIRE
) CLAMPED TO
12" DIA. VALVE BOX WITH STABILIZER, SEE SPECIFICATIONS. ROD
RUN TRACER .
g'FRiw?N“L TCOQ%O TRACER WIRE IN 2" PVC SCH. 40 CONDUIT Al
PVC PIPE, SEE \.
SPECIFICATIONS ——__ =
& | 1 S S oot'oQ
] | (?Q D%Q
TRACER WIRE, SEE SPECIFICATIONS —/
1" DIA. COPPER ROD, EMBEDDED .~ |
AWWA C900 ) BN
S PiEE IN GROUND MINIMUM 18",
6" MINIMUM
GRANULAR BEDDING
NOTE;
1. INSTALL TRACER WIRE IN 2" PVC SCH. 40 PVC WHEN NOT INSTALLED ON TOP OF PIPELINE.
5 STANDARD DETAIL
wasHINGTON | APPROVED: Uas/ 1y W
SUBURBAN i CONTINUITY TEST STATION 90
SANITARY FOR AWWA C900 PVC PIPE '
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