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SEE DETAIL P&M 10.2b
FOR CONTINUATION

MATERIAL SPECIFICATION:
GRAY IRON ASTM A48 CL35B

STD M306, LATEST REVISION

CASTINGS SHALL CONFORM TO AND BE MANUFACTURED
IN ACCORDANCE WITH THE REQUIREMENTS OF AASHTO

1 1/8™(+ 1/32"-1/16")

APPLICABLE STOCK NOS,

5680-9027-8
5680-9052-6
5680-9030-2
DRILL WITH 5680-9065-8
TEMPLATE ONLY
13/16"@
DRILL ¢

— q/32¢  15/16'0
e &)

SHOULD BE 9/16"
MIN. TO 10/16" MAX.

P RILL
COUNTER BORE
£/ e

1/8" —1

SURFACES

OF FRAME

PROVIDE APPROPRIATE
DRAFT TO ENABLE
REMOVAL OF PATTERN
FROM MOLD

MACHINE ALL BEARING

EXTEND DRAIN
HOLE TO INSIDE

|
SN bRILL AND TAP

FOR 5/8"@ -11

A BOLT
PROVIDE EXTRA

- T METAL AS NEEDED
TO COVER DRAIN
HOLE

SECTION A-A

~— 2-1/8"

" -
~— R 11/8"
| /]

-— 9/16"

SECTION THROUGH
PICK SLOT

— 7/8"

114"

1/4" THICK x 3/4" WIDE
NEOPRENE GASKET
CEMENTED TO BEARING
SURFACE OF FRAME W./3M
SUPER WEATHER STRIP
ADHESIVE PART 8001

-~ 708"

g

78"

=

- "

R

REFERENCE WSSC DWG NO. 721472Y, LATEST REVISION 1-29-81
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